
PRO

S P E A K E R S
45mm

SAFETY. SOUND. STYLE

AIR MOUNT
Patented magnetic mount. 
Simple and secure. 

IP67 WATERPROOF
IP67 Waterproof. 
Tough design with the highest standard. 

CROSS-BRAND 
CONNECTIVITY
Seamlessly connects with any 
other major brand. 

DYNAMIC MESH 
COMMUNICATION
2nd Generation DMC. Easy grouping. 
Auto healing. Best sounding intercom.

NATURAL VOICE OPERATION
Natural Voice Operation. 
Just talk, your unit will do the rest. 

45mm SPEAKERS SOUND BY JBL
Sound by JBL audio system with 45mm 
speakers. Big sound is back!

CRASH DETECTION 
Silently watching over you 
when you need it the most.

AUTO ON/OFF 
We got it figured out 
so you don’t have to. 

PACKTALK PRO comes with a built-in crash detection chip. It senses what your head feels and knows 
exactly when to make that important emergency notice when things go wrong. But it doesn’t stop there. 
With our top-of-the-line 45mm JBL speakers as standard, expect the best sound in the business. 
Our newest PACKTALK PRO is not just about brains. With an all-black-matte exterior, it is a marvel of 
stealth and beauty. Auto On/Off, 15 DMC group members, and IP67 design are there to augment 
your active lifestyle. PACKTALK PRO - mind-blowing performance now comes standard. 



PT EDGE/PRO Half Helmet Kit
P/N: ACC00022

PT EDGE/PRO 2nd Helmet Kit JBL
P/N: ACC00011

PACKTALK PRO PACKTALK EDGE PACKTALK NEO FREECOM 4x

Crash Detection

Auto On/Off

Riders 1-15 riders 1-15 riders 1-15 riders 1-4 riders

Range (km/mi) 1.6km / 1mi 1.6km / 1mi 1.6km / 1mi 1.2km /0.75mi

FM Radio

Speakers 45mm JBL 40mm JBL 40mm JBL 40mm JBL

Control Wheel

Intercom 2nd gen DMC 2nd gen DMC 2nd gen DMC Live intercom

Natural Voice Operation

Air Mount

Charge While Riding 

Warranty 3 years 3 years 2 years 2 years

AVAILABLE 
ACCESSORIES:

Crash Detection 

Auto On/Off

Universal compatibility

Operating Temperature 

-20˚C to 55˚C / -4˚F to 131˚F

IP67 Waterproof

FM Radio

Operating frequencies  76-108 MHz

RDS - Radio Data systems

6 preset station memory

Software Updates 

Over-The-Air updates

USB cable updates

Device Settings 

Cardo Connect App

GENERAL CONNECTIVITY

2 channels for mobile phone and GPS

Bluetooth® 5.2

TFT connectivity

2nd gen Dynamic Mesh Communication

Group size: up to 15 riders

Rider to rider range: up to 1.6km / 1mi

DMC group range: up to 8km / 5.0 mi

USER INTERFACE

Natural Voice Operation 

Multilingual status announcements
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AUDIO

45mm JBL speakers

JBL Audio profiles

Automatic Volume Control 

BATTERY

Talk time - up to 13 hours

Charging time: up to 2 hours

Fast charge: 2 hours talk time after 20 min

Standby time - 10 days

CERTIFICATES

CE

FCC / IC

SIG BT

TELEC

UKCA

CODE

PACKTALK PRO

P/N: PTP00001  | EAN: 0828831844521

DMC INTERCOM

DIMENSIONS

Main unit

Height: 46mm | Length: 84mm

Depth: 23mm | Weight: 47g

Speakers

Diameter: 45mm | Depth: 10mm

BLUETOOTH® INTERCOM

Universal Bluetooth® intercom

Auto-reconnect, Live intercom

SPECS.


